
30kg 2x30kg

600x400x450mm (arc simulator) 2x600x400x450mm (arc simulator)

0-999,9 A DC 0-1999,9 A DC

0-199,9 V DC 0-199,9 V DC

Measuring unit:                           KLS 6 DC

Bright, illuminated red LED displays
Hold function, run function

Bright, illuminated red LED displays

275x175x65mm 275x175x65mm

+/- 0,5% +/- 0,5%

KLS 12 DC

Calibration units for welding equipment
mobile calibration/validation and test units

precise measurement results simple start up and operation computer aided data aquisition and evaluation

computer aided data 
aquisition and evaluation

KLS 1200, in version 1200A

KLS 600
optional with trailer and PC box

KLS modular system

Measurements with KLS conform to DIN EN 60974, DIN EN 50504, DIN EN ISO 17662, DIN EN ISO 9001/9002, DIN EN 1090, 
DIN EN ISO 3834-2, DVS 0714 and DVS 3009th

Technical data

Setting range:

Permitted load:
Cooling:
Weight:
Dimensions (LxWxH):

Digital instrument:

Equipment:

Accuracy class:
Dimensions:

mechanical range switches, 
electrical main switch

mechanical range switches, 
remote for power switch

Annual calibration of measuring unit!

With two arc simulators and two different measuring units (boxes), it is possible 
to make and use any combination of KLS 600 or KLS 1200

KLS 1200, in version 600A
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